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Requirements for modern forwarding trailers vary greatly 
depending on their application. Pfanzelt offers the most exten-
sive range of forwarding trailers on the market. This offers every 
user the possibility to individually compose the Pfanzelt Profi 
forwarding trailers for his requirements.

Technical specs ►Page 80

• Central-spar frame for maximum stability
• Frame extension and sliding axles for optimum weight dis-

tribution combined with a high degree of load flexibility
• Licenced for public roads (depends on the equipment)
• Powerful loading cranes made for professionals with a 

reach of up to 10 metres and a hoisting force of 7 m/t with 
a rapid traverse valve for even faster telescopic extension

• A-column or H-column stabilisers for optimum parking sta-
bility even in difficult terrain

• The operating console on the draw bar offers a well organ-
ised work station.

• Large range of accessories for forestry professionals

Profi forwarding trailers

Profi forwarding trailers Technical details that will convince you

Professional forwarding trailers live in action.
youtube.com/pfanzeltTV
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Profi forwarding trailers

Nutzlast Kranlänge

Seillänge Zugkraft

Nutzlast Kranlänge

Seillänge Zugkraft

9 - 13 t 6.3 - 10 m

Professional technology at an 
entry-level price.
High performance with 9 t payload and 
compact dimensions characterise the 
P11+ forwarding trailer, the ideal all-round 
machine.

Technical specs ►Page 78
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Profi forwarding trailers
Technical details at a glance:

A carefully conceived system of con-
cealed hoses over the entire crane 
minimises downtime. ►Page 99

The power link system guarantees 
manoeuvrable crane operation, greater 
reach, and lifting capacity. ►Page 97

The mounting of all fitting bolts in lubri-
catable bronze bushes maximises ser-
vice life and ensures stability under 
pressure.

Protected from damage, the cylinder 
of the main arm can be installed over-
head. ►Page 96

Rotary transmissions maximise the 
functional safety and service life of the 
hydraulic hoses.

The crane is designed according to the 
Crane load class B4 for continuous 
dynamic load. ►Page 96

Massive and robust front grilles for 
optimum safety during crane operation 
and when driving on public roads.

The hydraulic hoses are run in a hose 
shaft to protect the user at the operat-
ing console.

Ergonomic operation via two mechan-
ical joysticks or control panel for cable 
and wireless control.

The chainsaw and canister are stored 
neatly and safely. There is space for 
small materials in the toolbox.

The large oil storage tank is installed in 
a way that it is protected from damage 
and impairment of the field of vision is 
prevented.►Page 101

Very stable and powerful four-cylinder 
slewing gear made of cast metal with a 
high swivel torque. ►Page 98

Control station with non-slip standing 
area, steps and back support for opti-
mum safety at work. ►Page 101

Steerable draw bar for top and bottom 
attachment with protected piston pump 
mounted on or under the draw bar.

A one-man system for mechanically 
locking the steerable draw bar when 
driving on public roads.
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Profi forwarding trailers

Nutzlast Kranlänge

Seillänge Zugkraft

Nutzlast Kranlänge

Seillänge Zugkraft

9 - 13 t 6.3 - 10 m

Space saving A-column stabilisers 
with concealed cylinders ensure a high 
degree of stability when parking.

Lashing lugs serve as attachments for 
securing loads during on-road trans-
port.

Lubricating, adjustable spherical plain 
bearings guarantee correct straight run 
of the axle. ►Page 75

Safety while driving is provided by the 
4-wheel compressed air brake sys-
tem with spring mechanism. ►Page 76

Optional drive systems enable opti-
mum traction in difficult terrain. 
►Page 78

The LED lighting can be folded in when 
working in standing timber. This ensures 
extended service life and maximum 
reliability.

The frame extension makes it possible 
to extend the flat bed in several steps 
up to a maximum of 2000 mm.

The sliding bogie axle guarantees opti-
mum weight distribution for every load. 
►Page 75

Sliding stanchion arrays ensure safety 
and easy crane operation with loads of 
different lengths.

The torsion-resistant central spar is 
rated for the highest loads. It ensures 
perfect off-road handling.

Various grippers for every application: 
Double clamshell bucket, 4-finger grab, 
earth grab ►Page 104

Equipped as standard with a powerful 
flange rotator and on request also with 
a double pendulum brake.

Protected from damage, the telescopic 
cylinder is installed inside. ►Page 99

The electrically actuated quick-action 
valve, supplied as standard, ensures 
rapid telescopic extension of simple 
telescopic booms.

Available crane lights turn night into 
day and always illuminate the work 
area. ►Page 102
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Frame
The strong Frame structure which is 
based on a torsion-resistant central spar 
is the basis for the excellent off-road han-
dling properties of the Pfanzelt forwarding 
trailer, even when loaded. The central 
spar is made of fine grain steels to cope 
with the highest loads. Besides maxi-
mum stability, this design offers maxi-
mum ground clearance. The frame is only 
welded to the crane support in the front 
area, meaning that the strength of the 
central spar is not compromised.

To stabilise the forwarding trailer for 
heavy crane superstructures, the central 
spar in the crane mounting plate area is 
double-walled (not for model P11+). A 
second pipe is welded into the central 
spar with a high technical effort.

Sliding axle
The flat bed can be extended by up to 
2,000 mm for the transport of various 
timber lengths by means of an integrated, 
extensible frame. 
 
The stanchion beams and the axle bogie, 
which can be moved individually on the 
central spar, also offer the greatest possi-
ble flexibility when loading the forwarding 
trailer. By shifting the axle bogie, the 
heavy loads can be precisely matched to 
the type of tractor, thus avoiding both an 
excess of the drawbar load and a nega-
tive drawbar load.

Profi forwarding trailers
Technical details that will convince you
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Profi forwarding trailers

Nutzlast Kranlänge

Seillänge Zugkraft

Nutzlast Kranlänge

Seillänge Zugkraft

9 - 13 t 6.3 - 10 m

Bogie axle
The bogie axle of Pfanzelt forwarding 
trailers offers stability during crane oper-
ation and the best possible drive charac-
teristics. The large pendulum travel of the 
bogie axle has a range of up to 394 mm. 
This enables that the trailer can safely 
drive over branches and other obstacles.
The even distribution of the ground pres-
sure is another big advantage.

Storage
The bogie axle rests on spherical plain 
bearings which can be lubricated and 
adjusted. This guarantees true running for 
many years.

Steerable draw bar
Pfanzelt forwarding trailers are equipped 
as standard with a pivoting draw bar with 
a large steering angle. The maximum 
excursion from the centre is +/- 750 mm. 
Two powerful hydraulic cylinders ensure 
safe steering of the laden forwarding 
trailer, even when it is turned against the 
slope. The pivoting torque is thus 23.6 
kNm (at an oil pressure of 200 bar).The 
steerable draw bar can be mechanically 
locked when driving on roads.
The draw bar is locked by means of 
a one-man system with two protective 
flaps. 

Hitch
The draw bar of the Profi forwarding 
trailer is available in both top- and bot-
tom-hitched versions. Lubrication and 
adjustment of the spherical plain bear-
ings used to support the swivel drawbar 
ensure many years of operational reliabili-
ty for this highly stressed component.

With a hydraulic self-oil supply, the pow-
erful piston pump is, protected from dam-
age, installed either above or below the 
drawbar in an encapsulated manner.

Technology explained in detail.
www.pfanzelt.com

Technology explained in detail.
www.pfanzelt.com
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Brake systems
Pfanzelt Profi forwarding trailers are 
equipped with a brake system as stan-
dard. Depending on the trailer size, the 
braking system is available as a hydraulic 
or pneumatic system. The narrow dia-
phragm brake cylinders are completely 
encapsulated with a protective cover. 
This means that the brake system is 
protected from damage by branches or 
the gripper.

LED lighting with indicator moni-
toring
The lighting system using LED lights is 
integrated in the frame. To protect the 
lights when working in the forest, these 
can be folded in.

Permit for public roads
Travel on public roads is no problem for 
Pfanzelt machines, even when loaded. All 
Pfanzelt forwarding trailers are optionally 
available with a road licence for 25, 40, 
and 80 km/h. 
The prerequisite for this is that the for-
warding trailer is equipped with a com-
pressed-air brake system.
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Profi forwarding trailers

Nutzlast Kranlänge

Seillänge Zugkraft

Nutzlast Kranlänge

Seillänge Zugkraft

9 - 13 t 6.3 - 10 m

Tool box and holder
The chainsaw and fuel canister are stored 
neatly and tidily on the rear trailer. An 
additional storage bin is ideally suited for 
lashing belts, tools and other small items.

Transport systems
The high-sided floor pan for cut material 
(on the left in the picture) is suitable for 
transporting light shrub and treetop mate-
rial, while the standard floor pan (on the 
right in the picture) is ideal for combined 
transport of branches and trunks. If this 
is permanently mounted on the vehicle, 
this protects the tyres from damage by 
the gripper.

Crane
Pfanzelt forestry cranes are designed for 
professional service. The Pfanzelt crane 
range offers loading cranes in different 
lifting classes. All Pfanzelt cranes have an 
impressive lifting force and a high pivot-
ing torque to enable powerful pivoting of 
the crane – even uphill.

Technical details ► from page 96
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Friction drive
The drive system for the friction drive 
consists of a special axle unit which is 
equipped with two hydraulic motors and 
a pick-up basket. The hydraulic motors 
drive two star-form friction rollers that if 
necessary are hydraulically pressed into 
the tyre treads. This system can transmit 
a thrust of 3 tonnes.

uniDRIVE (P11 and P13)
Pfanzelt's hydraulic wheel drive uniDRIVE 
sets new standards in the price-perfor-
mance ratio and is available for Pfanzelt 
Profi forwarding trailers (P11, P13 and 
P15).

• Maximum thrust per wheel up to 2 t
• Hydraulic supply by own oil supply or 

tractor hydraulics
• No wear during road travel by discon-

necting the drive

(Illustration without protective covers)

NEW

Drive systems on Profi forwarding trailers

Technology explained in detail.
www.pfanzelt.com
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Profi forwarding trailers

Nutzlast Kranlänge

Seillänge Zugkraft

Nutzlast Kranlänge

Seillänge Zugkraft

9 - 13 t 6.3 - 10 m

powerDRIVE
The new hydraulic wheel drive 
powerDRIVE made by Pfanzelt offers a 
new wheel drive dimension. It is convinc-
ing in the forest and on the road. 

• Maximum thrust 6.1 t
• Proportional drive for forward and 

reverse travel
• All brake systems available in combi-

nation with the wheel hub drive
• Automatic drive switch-off when 

braking
• Freewheel for wear-free road travel

The wheel hub drive is equipped with an 
electric control unit by which the driver 
can control the drive from the tractor's 
cab. This allows the operator to switch 
between the simple drive for forward 
travel and reversing and a hill start assis-
tance.

TYPE Thrust Max. speed

2WD-I 2.4 t 8.8 km/h

2WD-II 3.1 t 8.2 km/h

4WD-I 4.8 t 4.4 km/h

4WD-II 6.1 t 4.1 km/h
Data dependent on hydraulic oil quantity and pressure.

Technology explained in detail.
www.pfanzelt.com


